TEMPORARY TRAFFIC CONTROL TYPICAL APPLICATION

NOTES;

SIMILAR SIGNING, DENOTED BY
A LETTER, FOR THE OPPOSITE
APPROACH SHALL BE PLACED.

SIMILAR SIGN SPACINGS
SHOULD ALSO BE USED
AS SHOWN BELOW.

SPEED LIMIT TO BE
ESTABLISHED BY THE
DISTRICT ENGINEER.

FOR PROPER BARRIER FLARE
AND END PROTECTION, SEE
STANDARD NO. MD 104.01-24.
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FOR BOTH APPROACHES:
DOUBLE YELLOW CENTER LINES
24" WIDTH STOP LINE

LENGTH OF DOUBLE YELLOW
CENTER LINES TO BE
DETERMINED BY THE
ASSISTANT DISTRICT
ENGINEER - TRAFFIC.
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END
ROAD WORK

IMPORTANT:

THIS DRAWING SHALL BE USED IN
COMBINATION WITH THE GENERAL

WORK AREA

SPEED

w NOTES MD 104.00-01
PLACE SIGN (D AS DIRECTED S STANDARD DETAILS MD 104.01-01
BY THE ENGINEER. - ® MD 104.01-62
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PROPERLY DESIGNED
CRASH CUSHION

SIGN DESIGNATION A-I

500°
Y2 MILE 1100’

LIMIT
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DOUBLE FINE

- MD 104.00-18 AND

REVISED

| e WARNING
SIGHT DISTANCE TO SIGNALS AT
WORK ZONES SHOULD MEET, AND WORK AREA ®
EXCEED WHENVER POSSIBLE, THE SPEED LIMIT
VALUES SHOWN IN THE TABLE BELOW. | AHEAD
DOUBLE FINE
MINIMUM SIGHT DISTANCES
TO TRAFFIC SIGNALS @ | ﬁ
85th Percentile| Minimum Visibility | -
Speed (mph) Distance (ft.) —
25 215
30 270
35 325
40 390
45 460
50 540
55 625
60 5
SPECIFICATION | CATEGORY CODE ITEMS .
104 Maryland Department of Transportation
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